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ΣΦΡΑΓΙΔΑ    /    ΥΠΟΓΡΑΦΗ

ΜΕΛEΤΗ ΕΦΑΡΜΟΓΗΣ

ΥΠΟΥΡΓΕΙΟ ΠΟΛΙΤΙΣΜΟΥ & ΑΘΛΗΤΙΣΜΟΥ / ΓΕΝΙΚΗ Δ/ΝΣΗ ΑΡΧ/ΤΩΝ & ΠΟΛΙΤΙΣΤΙΚΗΣ ΚΛΗΡΟΝΟΜΙΑΣ
ΕΦΟΡΕΙΑ ΑΡΧΑΙΟΤΗΤΩΝ ΠΟΛΗΣ ΑΘΗΝΩΝ

ΝΕΟ ΠΩΛΗΤΗΡΙΟ ΑΡΧΑΙΟΛΟΓΙΚΟΥ
ΧΩΡΟΥ ΑΚΡΟΠΟΛΕΩΣ
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χαμηλή οροφή

χαμηλή οροφή

rack

Η.Π.

Rack (για internet + Wi-Fi )
Τοποθετείται εντός της ραφιέρας της αποθήκης

Γενικός Ηλεκτρικός Πίνακας
Στερεώνεται στον τοίχο,

διαστ. 100 Χ 20 Χ 50 εκ. ύψος

πυροσβεστήρας
6 Kg

Οπή Φ16εκ. στην οροφή
Για την διέλευση - όδευση των ασθενών ρευμάτων
προς την οροφή γυψοσανίδας (φωτισμός)

Π.Ε.

Ασφάλεια
Αισθητήρας κρούσης 360o (brake glass sensor)
Τοποθετείται χωνευτά στην οροφή, στον κάναβο
των φωτιστικών οροφής

Ασφάλεια
Μαγνητικές επαφές Θύρας
Ενσωματώνονται στο κούφωμα

SD 3

SD 1

SD 2

πυροσβεστήρας
6 Kg

Ασφάλεια
Μαγνητικές επαφές Θύρας
Ενσωματώνονται στο κούφωμα

Ασφάλεια
Μαγνητικές επαφές Θύρας

Ενσωματώνονται στο κούφωμα

Πυρόσβεση
Φορητός πυροσβεστήρας ξηράς σκόνης 6 kg
με επιδαπέδια μεταλλική βάση στήριξης

Πυρόσβεση
Πυροσβεστικό Ερμάριο
μέγιστων διαστ. 45 Χ 45 Χ 18 εκ. βάθος
Τοποθετείται σε εσοχή / το πορτάκι είναι
ιδιοκατασκευής, ενταγμένο στην μεταλλική επένδυση
Σημείωση : ο πυροσβεστήρας
τοποθετείται κάτω απο την προεξοχή
του Π.Ε.

Αντικλεπτικό σύστημα RFID
Πομπός δαπέδου (Antena AdvanMat-300 / Keonn)
Συστοιχία πάχους 16 χιλ. που τοποθετείται
χωνευτή, κάτω απο τις πλάκες δαπέδου

Αντικλεπτικό σύστημα RFID
Πομπός δαπέδου (Antena AdvanMat-300 / Keonn)
Συστοιχία πάχους 16 χιλ. που τοποθετείται
χωνευτή, κάτω απο τις πλάκες δαπέδου

Αντικλεπτικό σύστημα RFID
Πομπός δαπέδου (Antena AdvanMat-300 / Keonn)

Συστοιχία πάχους 16 χιλ. που τοποθετείται
χωνευτή, κάτω απο τις πλάκες δαπέδου

Οδεύσεις εντός δαπέδου
(Μέγιστη απόσταση 7 μ.)

Οδεύσεις εντός δαπέδου
(Μέγιστη απόσταση 7 μ.)

Αντικλεπτικό σύστημα RFID
Controller (Alarm Unit AdvanGuard / Keonn)
1 συσκευή ανα κεραία. Τοποθετούνται όρθια εντός
του επίπλου του Ταμείου, σε ανοικτό ράφι.
(διαστ. 22 Χ 22 Χ 5 εκ.)
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Αντικλεπτικό σύστημα RFID
Reader (AdvanPay-120 / Keonn)
1 συσκευή αναγνωσης τύπου under table mount.
Τοποθετείται αφανώς κάτω απο την
επιφάνεια εξυπηρέτησης του Ταμείου.
(διαστ. 18 Χ 18 Χ 6 εκ.)

Camera 360o

Sensor 360oS1

S2

S3

C1

C2

πυροσβεστήρες
5 Kg CO2

Ανιχνευτής
Καπνού

ΣΗΜΕΙΩΣΕΙΣ

1. Οι ακριβείς θέσεις των στοιχείων του αντικλεπτικού συστήματος
   που τοποθετούνται στο έπιπλο του ταμείου, εμφανίζονται στα σχέδια
   κατασκευής του επίπλου ( βλέπε σχέδιο Α-Κ20 )

AdvanGuard ™ 
RFID alarm unit

keonn.com @KeonnTech2

Benefits:
•	 Theft reduction

•	 Combination of loss prevention 
and product identification in one 
system

•	 Provides data to detect which 
products suffer more theft 
attempts

•	 Statistics of alarms

•	 Connects easily to various RFID 
antennas

•	 Plug and play installation

Applications:
•	 Loss prevention at retail stores

•	 Loss prevention at libraries

•	 Loss prevention at warehouses

•	 Product tracking at backdoors, 
entrances, corridors, etc.

Product overview
AdvanGuard is an RFID UHF alarm unit for loss prevention at retail stores, libraries and 
other spaces. 

It comprises an embedded reader and alarm combining loss prevention and RFID 
functions in one system. It connects easily to  various RFID antennas.

It is ideal for combining it with AdvanMat RFID floor mat, for creating a complete loss 
prevention system.

The process is the following:
1.	 AdvanGuard is connected to chosen RFID antennas
2.	 AdvanGuard detects the tagged items under the coverage of the antennas
3.	 AdvanGuard verifies if those items have been paid or fulfill a condition
4.	 AdvanGuard triggers an acoustic and/or visual alarm if any of the items has not been 

paid or does not fulfill a condition

AdvanGuard AdvanMat

Product features

AdvanGuard works with any hard and soft Gen2 RFID UHF tags.

AdvanGuard can use four configurations for verifying if a tagged item has been paid:
•	 Checks if the EPC code includes a pre-defined pattern that signals that the product 

has or not been paid.
•	 Checks the EAS bit of NXP chips.
•	 Checks against the POS database if the product has been paid. 
•	 Checks bulk theft: trigger an alarm if a certain number of tags belonging to the same 

category are read in a certain time period (e.g. a few seconds).

AdvanGuard includes configurable software filters for minimizing false alarms

Video

AdvanGuard ™ 
RFID alarm unit

keonn.com @KeonnTech5

Mechanical specifications

Units in millimeters and [inches]

AdvanMat™ 
Modular RFID floor mat

keonn.com @KeonnTech2

Benefits:
•	 Excellent performance

•	 Non visible antennas 

•	 Easy to install

•	 High flexibility

Applications:
•	 Loss prevention systems

•	 People tracking at exhibitions

•	 Item tracking between backroom 
and sales floor at retail stores 

•	 Warehouses

•	 People and object tracking in 
general at doors or corridors

Product overview
AdvanMat-300 is a high performance modular RFID floor mat that integrates multiple 
UHF RFID antennas inside a floor mat, for tracking people or objects.

AdvanMat-300 is able to withstand 500kg.

The antennas have circular polarization and a radiation pattern characterized by a 40° 
beam width in one direction and a 90° beam width in the perpendicular direction (curtain 
beam shape). 

This radiation pattern makes this system ideal for RFID applications such as loss 
prevention systems, portals, corridors, doors, etc.

Options
AdvanMat modules can be combined in multiple ways giving the customers high 
flexibility regarding the width of protected areas. After drilling the modules to the floor, 
AdvanMat-300 can be covered by any fabric.

Video

AdvanPay-120 ™ 
RFID reader for points of sale

keonn.com @KeonnTech2

Benefits:
•	 Highly controlled reading area

•	 Automatic integration with most 
software applications, through 
hardware keyboard emulation

•	 Easy installation and monitoring

•	 For retailers:

-- Queues reduction, thanks to a 
much faster payment process

-- Improved customer shopping 
experience, derived from a 
shorter payment time

-- Reduction in employee costs

-- Simultaneous item detection and 
EAS flag activation/deactivation

Applications:
•	 Points of sale

•	 Registering at events

•	 Document and product tracking

•	 RFID programming

•	 Verification of tagged items

Product overview
AdvanPay-120 is a high power RFID UHF reader that integrates:

•	 An antenna with a highly confined reading area
•	 Keyboard emulation by hardware. It’s not needed to install any software at the POS.
•	 On-board loudspeaker
•	 Functionalities specifically designed to address the needs of staff at retail stores

AdvanPay-120 has 3 operation modes, that can be easily selected at any time:
•	 Payment mode (green light)
•	 Return mode (red light)
•	 Read-only mode (blue light)

AdvanPay-120 comes in three models:

1.	 Flush mount (installed recessed in a surface)

2.	 Under table mount (installed underneath the surface)

Video

3.	 Desktop mount (installed on a surface)

AdvanPay-120 ™ 
RFID reader for points of sale

keonn.com @KeonnTech6

Mechanical specifications (table flush mount):

Mechanical specifications (under table mount):

Units in millimeters and [inches]

AdvanMat™ 
Modular RFID floor mat

keonn.com @KeonnTech2

Benefits:
•	 Excellent performance

•	 Non visible antennas 

•	 Easy to install

•	 High flexibility

Applications:
•	 Loss prevention systems

•	 People tracking at exhibitions

•	 Item tracking between backroom 
and sales floor at retail stores 

•	 Warehouses

•	 People and object tracking in 
general at doors or corridors

Product overview
AdvanMat-300 is a high performance modular RFID floor mat that integrates multiple 
UHF RFID antennas inside a floor mat, for tracking people or objects.

AdvanMat-300 is able to withstand 500kg.

The antennas have circular polarization and a radiation pattern characterized by a 40° 
beam width in one direction and a 90° beam width in the perpendicular direction (curtain 
beam shape). 

This radiation pattern makes this system ideal for RFID applications such as loss 
prevention systems, portals, corridors, doors, etc.

Options
AdvanMat modules can be combined in multiple ways giving the customers high 
flexibility regarding the width of protected areas. After drilling the modules to the floor, 
AdvanMat-300 can be covered by any fabric.

Video
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RFID alarm unit

keonn.com @KeonnTech2
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keonn.com @KeonnTech2
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Sensor 360oCamera 360o

ΕΝΔΕΙΚΤΙΚΟ ΑΝΤΙΚΛΕΠΤΙΚΟ
ΣΥΣΤΗΜΑ RFID

2. Οι πομποί δαπέδου, τοποθετούνται ακριβώς κάτω
   απο τις λίθινες πλάκες δαπέδου, με παρεμβολή επιφάνειας νάϋλον
   υψηλής αντοχής πάχους 40mic. Οι πλάκες που τους καλύπτουν τοποθετούνται
   ακουμπιστά (χωρίς κόλλα) και αρμολογούνται κανονικά.

3. Το πυροσβεστικό ερμάριο, είναι εμπορίου χαλύβδινο μέγιστων διαστάσεων
   45 Χ 45 Χ 18 εκ, ώστε να μπορεί να ενταχθεί εντός του κατακόρυφου πλαισίου,
   χωρίς διακοπή των κατακόρυφων και οριζόντιων στοιχείων (δεν τοποθετείται
   μόνο το διαγώνιο στοιχείο). Το πορτάκι αφαιρείται και τοποθετείται χαλύβδινο
   πορτάκι ιδιοκατασκευής ενταγμένο στην μεταλλική επένδυση, με αναγραφή Π.Φ.
   με μαύρα αυτοκόλλητα γράμματα ( βλέπε σχέδιο Α-Κ20 )

4. Οι πυροσβεστήρες θα προμηθευτούν με την αντίστοιχη μεταλλική βάση δαπέδου
    η οποία θα βαφτεί σε γκρί-μαύρο χρώμα επιλογής.

ΕΝΔΕΙΚΤΙΚΕΣ
ΚΑΜΕΡΕΣ ΑΣΦΑΛΕΙΑΣ

ΕΝΔΕΙΚΤΙΚΟΙ
ΑΙΣΘΗΤΗΡΕΣ ΚΡΟΥΣΗΣ

5. Τα στοιχεία για την ασφάλεια (κάμερες και αισθητήρες οροφής) εντάσσονται
    στον κάναβο των φωτιστικών σωμάτων.

Τύπου Τύπου Τύπου Τύπου Τύπου

ΣΥΝΑΓΕΡΜΟΣ / ΠΥΡΟΣΒΕΣΗ
ΑΝΤΙΚΛΕΠΤΙΚΟ ΣΥΣΤΗΜΑ

Α-Σ
ΙΟΥΝΙΟΣ 20221 / 50

ΣΥΣΤΗΜΑΤΑ ΑΣΦΑΛΕΙΑΣ
Πομπός δαπέδου
(τύπου Antena AdvanMat-300 / Keonn)
Συστοιχία πάχους 16 χιλ. που τοποθετείται
χωνευτή, κάτω απο τις πλάκες δαπέδου

Controller
(τύπου Alarm Unit AdvanGuard / Keonn)
1 συσκευή ανα κεραία. Τοποθετούνται όρθια εντός
του επίπλου του Ταμείου, σε ανοικτό ράφι.
(διαστ. 22 Χ 22 Χ 5 εκ.)

Reader (τύπου AdvanPay-120 / Keonn)
1 συσκευή αναγνωσης
τύπου under table mount.
Τοποθετείται αφανώς κάτω απο την
επιφάνεια εξυπηρέτησης του Ταμείου.
(διαστ. 18 Χ 18 Χ 6 εκ.)

Κάμερα 360ο

Κατάλληλη για οροφές, χωνευτή
(ΤΕΜΑΧΙΑ 2)

Ενσύρματος Ανιχνευτής
Ψηφιακός παθητικός υπέρυθρος
ανιχνευτής οροφής 360ο

Κάλυψη 5 Χ 10 μ. για εγκατάσταση
στα 3,00 μ. ύψος.
(ΤΕΜΑΧΙΑ 3)
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